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Capacity diagram ship cable ladders showing distributed load [Q] and 
distance between supports [StA]

Carrier systems for all energy related areas
•   High and low voltage current
•   Energy supply
•   Measuring and control technology
•   Process control technology

2

PohlCon | PUK

Ship ladder line | System overview



3

PohlCon | PUK
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Ship ladder line
Information

Ship ladders in widths of 75, 100, 150, 200, 250, 300, 400 

and 500 mm in the following  versions: Hot dip galvanized 

according to DIN EN ISO 1461 blank or blank with prime 

coating

90° horizontal or vertical bend fittings and branches in the 

following versions: Hot dip galvanized according to 

DIN EN ISO 1461 blank or blank with prime coating

Accessiors: Horizontal and vertical coupler, jointing bracket 

and barrier strip
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Ship ladders 
Ship ladders in widths of 75, 100, 150, 
200, 250, 300, 400 and 500 mm in the 
following versions: Hot dip galvanized 
according to DIN EN ISO 1461 blank or 
blank with prime coating

Formed parts
90° horizontal or vertical bend fittings 
and branches in the following versions: 
Hot dip galvanized according to 
DIN EN ISO 1461 blank or blank with prime 
coating

Accessories
Horizontal and vertical coupler, jointing 
bracket and barrier strip
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